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1» Como configurar el Router
Huaweil EG8145V5

%




ACCEDER AL PANEL DE CONFIGURACION

P Acceda a la interfaz web de administracién del equipo introduciendo la

siguiente direccion IP en su navegador:

Zonas de Elda, San Vicente, Sax, Petrer,
Murcia, Monaovar, Sant Joan y Mutxamel:
http:/192.168.18.1/

Usuario: Epuser

Contrasena: userEp

Zonas de Novelda, Eiche, Aspe,

Agost y Monforte:

http:#192.168.100.1/
Usuario: root
Contrasena: adminHW

CAMBIAR PARAMETROS DE LA RED WIFI

Welcome to Huawei web page for network configuration.

» Para habilitar o deshabilitar la red WIFI presiona el boton WLAN 10 seg.
Mediante la interfaz web en el apartado WLAN - ENABLE WLAN

» Para cambiar el nombre mediante la web interna, dirijase al apartado

WLAN - BASIC NETWORK

.-- Appcauon
SSID SSIDN SSID  Number of Associated Broadcast Security
WLAN A Index ane Status Devices SSID Configuration
1 AUANEREE e Enabled  Configured
XMaw

2.4G Basic Network...

2.4G Advanced Netw... SSID Configuration Details

SSID Name: HUAWEI-2.4G-XM¢| * (1-32 characters)
5G Basic Network S...

Enable SSID:
5G Advanced Networ... Nun‘1ber of Associated *(1-32)

Devices:
Automatic WiFi Shu... Broadcast SSID: ™

Enable WMM: [}

WiFi Coverage

Authentication Mode: |WPA/WPA2 PreSharedK: V

System Management

Encryption Mode:

Maintenance Diagno..

WPA PreSharedKey:

TKIP&AES ™
M Hide * (8-63 characters or 64 hexadecimal

characters)
e Group Ky [ Juano-seaons)
Regeneration Interval:
Enable WPS: O
WPS Mode: PBC v
PBC: Start WPS
Apply Cancel
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CAMBIAR DE CANAL

» Para cambiar de canal en la interfaz web, dirijase al apartado
CONFIGURATION - ADVANCED NETWORK SETTINGS

AW EG8145v5 Fostetting | Epuser Logout [l SV EGB145VS Fastcering| sty ™ logont

WAN WAN
2.4G Advanced Network Settings 5G Advanced Network Settings
o AN ha On this page, you can set the 4 § 2.4 GHz wirel the 2.4 GHz wireless @ L i On this page, the advanced of i the 5 GHz wireless network is
etwork bled, this page is blank). = Knblzd, is page is blank).
- A\ Cautic e o Caution:

& Security N Wireless network services p porarly efter you sodify wireless network " Sy i B ey A K "

@ Forward Rules v Advanced Configuration @ Forward Rules v Advanced Configuration
n roptaton v TXPower P 1 v

Channel:

Channel:

S wLAN ~
b Channel Width: Channel Width:
246 Basic Network... Modes 246 Basic Network... Mode:
DTIM Period: 255, default: 1) Band Steering:
24G Advanced Netw. 24G Advanced Netw... B
Beacon Period: P-1000 ms, default: 100) DTIM Period: 255, default: 1)
5G Basic Network S... RTS Threshold: 2346 bytes, default: 2346) 56 Basic Network S... Beacon Period: 0-1000 ms, default: 100)

Fragmentation Threshold: 56-2346 bytes, default: 2346) — RTS Threshold: -2346 bytes, default: 2346)

5G Advanced Networ...
Fragmentation Threshold: 6-2346 bytes, default: 2346)
Automatic WiFi Shu... Apply Cancel Automatic WiFi Shu...
el
Wifi Coverage WiFi Coverage.

System Management System Management

Maintenance Diagno.. -/ Maintenance Diagno.. v/

REDIRECCION DE PUERTOS (ABRIR PUERTOS)

» Dirijase al apartado CONFIGURATION - APPLICATION - UPNP
y activar Enable UPnP.

A EG8145V5 Fast Settng | Epuser.  Logout

WAN a
UPnP Function
@ LAN Vi On this page, you can enable or disable the universal plug-and-play (UPnP) function, which supports automatic discovery of
multiple types of network devices. If this function is enabled for a device, the device can access networks, obtain an IP
address, transmit data, discover other devices, and acquire the data of other devices.
Security v
Enable UPnP:
@ Forward Rules N
ply Cancel
Application A
Media Sharing ey
Number  Description External Port Internal Port ~ Protocol  IP Address = Status
DDNS o - - - - - -
UPnP <<|[<|0/0|>||>> Pagel:‘ Go
Static DNS
WLAN ™

System Management

Maintenance Diagno.. vV
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CAMBIAR O CONSULTAR CLAVE DE ACCESO DE LA RED WIFI Y/0 TIPO DE
SEGURIDAD

» Mediante la interfaz web WLAN - HIDE ahi nos aparcera la contrasefa
que tiene nuestro router (por defecto son 8 nimeros). Si queremos
modificarla borramos y anadimos la nueva contrasena. APPLY para

guardar los cambios.

SERVICIO DE CONSULTAS TECNICAS

» En caso de duda sobre la configuracion de su terminal, puede ponerse en
contacto con nuestro Departamento Técnico a través de:

Télefono 966 192 000 (sin coste desde red fija de cableworld fibra)

Email informacion@cableworld.es para las zonas de Novelda, Agost,
Aspe, Elche y Monforte del Cid.

Email info(@cableworld.es para las zonas de Elda, Monovar, Mutxamel
Petrer, San Juan, San Vicente del Raspeig, Sax y Murcia.
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